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(57) Abstract: The invention relates to a multistep powershift gearbox for 
construction machines, especially for a tractor backhoe loader and a telescopic 
handler. Said powershift gearbox comprises a torque converter (2), a drive 
shaft (3), a driven shaft (4) and several counter shafts (5, 6, 17) comprising 
loose wheels, fixed wheels and clutches (8, 9, 10, 11, 12) which are mounted 
on the shafts. Said clutches form several counter units for gear shifting and di- 
rectional shifting and comprise four forward gears and two reverse gears. The 
driven shaft (4) and the counter shaft are engaged for a gear, and the counter 
shaft (17) corresponding to a forward gear unit and the counter shaft (5) cor- 
responding to another forward gear unit connect to the drive shaft (3). Both 
counter shafts (17, 5) can be rotated at each desired angle position about the 
drive shaft (3). The counter shafts (4, 6,) corresponding to the gears are suc- 
cessively mounted on one side of the drive shaft (3) in relation to the drive shaft 
(3) and the counter shafts (4, 6, 7) corresponding to the gears can be respec- 
tively rotated about the next spatial counter shaft when seen in the direction of 
the drive shaft (3) within a large angular range. 

(57) Zusammenfassung: Es wird ein mehrgangiges Lastschaltgetriebe fiir 
Baumaschinen, insbesondere fur Baggerlader und Telehandler, mit einem 
Drehmomentwandler (2), einer Antriebswelle (3), einer Abtriebswelle (4) 
und mehreren Vorgelegewellen (5, 6, 17), mit auf den Wellen verteilten 
Losradern, Festradern und Schaltkupplungen (8, 9, 10, 11, 12), die mehrere 
Vorgelegeeinheiten zur Gang- und Richtungsschaltung bilden, umfassend 
vier Vorwarts- und zwei Riickwartsgange, wobei die Abtriebswelle (4) auch 
als Vorgelegewelle fur einen Gang eingesetzt wird, vorgeschlagen, bei dem 
die einer Vorwartsgangeinheit entsprechende Vorgelegewelle (17) und die 
einer weiteren Vorwartsgangeinheit entsprechende Vorgelegewelle (5) mit 
der Antriebswelle (3) kammen, wobei beide Vorgelegewellen (17, 5) in 
jeder gewiinschten Winkelposition um die Antriebswelle (3) verdrehbar sind, 
wobei die den Gangen entsprechenden Vorgelegewellen (4, 6), bezogen auf 
die Antriebswelle (3), hintereinander auf einer Seite der Antriebswelle (3) 
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angeordnet sind und wobei die den Gangen entsprechenden Voigelegewellen (4, 6) jeweils urn die nachste raumlich gesehen in 
Richtung Antriebswelle (3) angeordnete Vorgelegewelle in einem grossen Winkelbereich verdrehbar sind. 



